
~ internal dimensions

175 x 132mm

3.95kg

1,000

All information and recommendations are provided to the best of our knowledge, on the basis of our practical experience.

Nevertheless we can make no warranties, expressed or implied, including but not limited to any implied warranty of merchantability or fitness for a particular purpose.

The user is therefore responsible for determining whether the product is fit for a particular purpose and suitable for the user’s method of application.

Adhesive-backed polypropylene wallets with full face silicon coated

kraft paper backing, slit for document insertion prior to removal

Typically applied to the outside of consignments, to display and protect

DOCUMENTS ENCLOSED

clear high clarity polypropylene, 25mu (+/- 3mu)

clear polypropylene, 30mu (+/- 4mu)

permanent hot melt, 19gsm (+/- 2gsm)

full face silicon coated kraft paper, 58gsm (+/- 2gsm)

nominal +/- 3mm

nominal +/- 3mm

approximately 3 years at 25°C and 50% relative humidity

Packaging data

~ box quantity

~ external dimensions

~ print

~ box weight

~ bottom film

~ adhesive

~ release paper

~ tolerances, internal

~ tolerances, external

~ shelf life

A6DE Documents Enclosed Wallets

T E C H N I C A L  D A T A  S H E E T              

Product description

essential shipping documents etc.

Product specification

~ top film

165 x 122mm


